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PRODUCT SPECIFICATION FOR INFORMATION

® Customer: BEL

® Product Name : CAVITY BAND PASS FILTER

® Part No : MBP-C2000BP600S
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1. Center Frequency : 2000MHz

2. Bandwidth : 600MHz

3. Insertion Loss : 1.0dB Max.

4. Return Loss : 15dB Min.

5. Attenuation : 65dB Min. @ 1600MHz
65dB Min. @ 2400MHz

6. Input Power : 10W Max.

7. Impedance : 50Q

8. Interface : 2 X SMA-F

9. Operating Temperature : -40C ~ +85C

\ 4—M3X0.5 DP6.0

fo [HHz1 BW [HHz1

2000 610
BL [dBl N
23 16
Qu

Markerl 1600 [MHz1
—-0.048 -78.074
Marker2 1700 [MHz1
—23.77v3 -0.670
Marker3 2000 [MHz1
—23.215 -0.2491
Marker4 2300 [MHz1
22 .773 -0.670
Marker> 2400 [HHz1
-0.048 -78.074

Center 2000 MHz

SPEC m MARKER(5) NC162 0C1800)» cAaL Ou SCALE aquiTt
& 3 ¥

IDﬁF—-——“————ﬁr—di

Span 2000 MHz
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