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PRODUCT SPECIFICATION FOR INFORMATION 

 
 
 
 
 

Product Name : LC Band Pass Filter 

Part No : MBP-C1090_53ML-A-R1 

 
 
 
 
 
 
 
 
 

■ History List 

 

No. Rev. No. Description Date Author Final Approver 

1 R0 Draft 2023.11.17 Jeffrey Jeong Michael Jeon 

2 R1 
4x3.17 changed to 4x2.54, Tolerances to +/-

0.5mm 
   

3      

4      

5      

6      

FINAL SPECIFICATION 
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■ Mechanical Drawing 
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BOTTOM VIEW

General tolerances are as follows : ±0.50
NUIT:mm

 
 
 

■ Electrical Specification                        

Parameter Specification Remark 

1. Center Frequency  1090±1MHz  

2. 0.5dB Bandwidth  33MHz [1073 ~ 1106.5]  

3. 3dB Bandwidth 53±1MHz  

4. Insertion Loss in BW with temp 1.8±0.5dB Max.  

5. Return Loss in 0.5dB BW(S11,S22) 14dB Min.  

6. Attenuation[Absolute Value] 

47dB Min @ DC ~ 980MHz 

25dB Min @ 980 ~ 1030MHz 

22dB Min @ 1150 ~ 1200MHz 

40dB Min @ 1200 ~ 3000MHz 

 

7. Phase Ripple @ Fo±5MHz ±3º  

8. Insertion Phase TBD  

9. Group Delay @ Fo from Pin 1 to Pin 2 6.0nS (P-P) Max.  

10. In/Out Impedance 50Ω  

11. Temperature Range -40℃ ~ +85℃  
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■ Test Curve                        

 


