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Product Name : BAW Band Pass Filter 

Part No : MBP-C1575_70MB-C 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

. Rev. No. Description Date Author Final Approver 

1 A Frist Draft 2019.12.06 Bryan Jeon Michael Jeon 

2 B - 2020.01.03 Bryan Jeon Michael Jeon 

3  C Has changed attenuation Value 2020.03.25 Bryan Jeon Michael Jeon 
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PRODUCT SPECIFICATION FOR INFORMATION 
 
■ 50Ohm Test Circuit 

 

■ Electrical Specification                        

N.o Parameter Requirement Remark 

1 Center Frequency[fo] 1575MHz  

2 Bandwidth [1dB BW] fo±35MHz[1540~1610]min.  

3 Insertion Loss @ fo 3.0dB max.  

4 Ripple in BW 1.8dB max.  

5 VSWR 1.8:1 max.  

6 Attenuation [Absolute Value] 

30dB min.@900~1504MHz  

20dB min.@1504~1510MHz  

20dB min.@1637~1640MHz  

30dB min.@1640~1850MHz  

7 In/Out Impedance 50 Ω  

8 Operation Temperature Range -55℃ to +85℃  

9 Dimensions 1.4x1.1mm  

10 Mount Type SMD package  

Note : 1.The above specifications will met over temperature. 

2.2PCS external inductors are required to match circuits, Inductance is around 5~15nH, 

Size: 0.4x0.2mm 

 

■ Package  

 

 

PRELIMINARY SPECIFICATION 



MISOTECH  
 

 

Copyright ⓒ 2013-2020 MISOTECH. All rights reserved                                  www.rfmiso.com 

 
                                                  

■ SIMULAITON CURVES  

 

 


