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Product Name : High Pass Filter 

Part No : MHP-C278.25_503.5MN-A 
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PRELIMINARY SPECIFICATION 
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PRODUCT SPECIFICATION FOR INFORMATION 
 
■ Mechanical Drawing 

 

 
 

 

■ Electrical Specification                        

Parameter Specification Remark 

1. Pass Band Frequency 
26 ~ 530MHz 

(Fc± 251.25MHz) 
 

2. Pass Band Insertion Loss  
26.5 ~36.5MHz 2.2 dB Typ.  

36.5 ~ 530MHz 0.5 dB Typ.  

3. Pass Band Ripple 
26.5 ~ 36.5MHz 1.8 dB Typ.  

36.5 ~ 530MHz 0.5 dB Max.  

4. Pass Band Return Loss 26 .5 ~ 530MHz 15 dB Min.  

5. Attenuation 1 ~ 22.5MHz 50 dB Min.   

6. Power Handling Avg. 100W Max.  

7. Impedance 50Ω nominal  

8. Operation Temperature -20℃ ~ +75℃  

9. Dimensions 100 × 50 × 28 mm  

Remarks: This is a preliminary datasheet for reference. The final performance is subject to the sample. 

 

Note 
1. Connector : N-Type(F) 
2. Finish : Epoxy Black 
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■ Simulation Data 

 


