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Product Name : LC Low Pass Filter 

Part No : MLL-512BP492M-A 
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PRODUCT SPECIFICATION FOR INFORMATION 
 
■ Mechanical Drawing 
 
 

 
 

 

 

 

■ Electrical Specification   

Parameter Specification Remark 

1. Cutoff Frequency  512MHz  

2.Bandwidth 20~512MHz  

3. Insertion Loss 2.0dB Max.  

5. Return Loss 15dB Min.  

6.Attenuation[Absolute Value] 

40dB min. @ 650-1500MHz  

60dBc min. @ 14200-26500MHz  

7. Input RF Power 2W(33dBm) Max.  

8. Impedance 50Ω  

9. Operation Temperature Range -40℃ to +85℃  

10. Size 25.4 x 12.7 x6.7mm  

                      

 

Note 
1. Connector : SMD 
2. Pin Plating : Au 
3. Finish : Ag Plating 
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■ Test Curve   

 
 

■ Soldering Time Profile  

 

No              ITEM           TEMPERATURE            TIME(SEC) 

1            PRE-HEAT        D1 : 140 ~ D2 : 160          T1 : 60±20 

2            SOLDERING       D3 : 200                   T2 : 20 ~ 30 

3            TEMPERATURE    D4 : 230±10                T3 : 7 MAX 

 

1) Soldering Iron Condition    

 (1) Temperature  :  230℃ max 

     (2) Duration  :  10 sec max (1 part) 

     (3) Capacity  : 3W max 

 


