
   

DRAWN BY : J.S. JEON 

APROVAL BY : M.H. CHOI 

ISSUE DATE : AUGUST 17, 2016 

 

                                                 Copyright ⓒ 2013-2016 MISO Ltd. All rights reserved                                  www.rfmiso.com 

MiSO LTD. 

 
PRODUCT SPECIFICATION FOR INFORMATION 

 
 
 
l Customer : CRL 
l Product Name : IF SAW FILTER 
l Part No : M07025S 

 
1. Typical Performance 

   
 
2. Specification 
 

 
 
 
 
 
 

  
                 

 
 
 
 
 
 
 
 

 
 

Frequency Characteristics Minimum Typical Maximum 

Center Frequency  MHz 69.90 70.00 70.10 

Insertion Loss dB - 12.00 14.00 

1dB Bandwidth MHz  2.02 - 

3dB Bandwidth MHz 2.30 2.50 - 

40dB Bandwidth MHz - 4.41 4.80 

Passband Ripple  dB - 0.45 1.00 

Group Delay Variation  nsec - 75 150 
Absolute Delay µsec - 1.41 - 
Ultimate Attenuation dB 40 50  
Temperature Coefficient of Frequency ppm/℃ - -20 - 

Substrate Material - LiTaO3 

Package mm 13X6.5 (SMD) 
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